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DIN: 3016

  Rubber-lined P-Clip

Article 

AGD 5/12
AGD 6/12
AGD 8/12

AGD 10/12
AGD 12/12
AGD 13/12
AGD 14/12
AGD 15/12
AGD 16/12
AGD 17/12
AGD 18/12
AGD 19/12
AGD 20/12
AGD 21/12
AGD 22/12
AGD 23/12
AGD 24/12
AGD 25/12
AGD 26/12
AGD 27/12
AGD 28/12
AGD 6/15
AGD 8/15

AGD 10/15
AGD 12/15
AGD 13/15
AGD 14/15
AGD 15/15
AGD 16/15
AGD 17/15
AGD 18/15
AGD 19/15
AGD 20/15
AGD 21/15
AGD 22/15

Reference
AGD

03003856
03003864
03003880
03003901
03003928
03003936
03003944
03003952
03003960
03003979
03003987
03003995
03004007
03004015
03004023
03004031
03004040
03004058
03004066
03004074
03004082
03004664
03004680
03004701
03004728
03004736
03004744
03004752
03004760
03004779
03004787
03004795
03004808
03004816
03004824

Band-
width

a 

12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
15
15
15
15
15
15
15
15
15
15
15
15
15
15

Diameter
Application
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12
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14
15
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17
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d 

5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
5,3
6,4
6,4
6,4
6,4
6,4
6,4
6,4
6,4
6,4
6,4
6,4
6,4
6,4
6,4

Box
Quantity

200
200
200
200
200
200
200
200
200
200
200
200
200
100
100
100
100
100
100
100
100
200
200
200
200
200
200
200
200
200
200
200
200
100
100

Information

T h e s e  r u b b e r- l i n e d  
connecting clamps, known 
in the market as «P-Clips» 
are composed of a zinc-
plated mild steel band lined 
with EPDM rubber. This 
rubber lining allows for firm 
and safe clamping in the 
appl icat ion zone and 
prevents potential damage 
due to vibration. The screw 
holes at either end of the 
band are reinforced with 
steel plates to ensure they 
clamp down firmly. P-Clips 
a r e  p a r t i c u l a r l y  
r e c o m m e n d e d  f o r  
mounting pipes, electric 
cable ducting and hoses 
in a multitude of different 
applications.

Rubber lined P-Clip W1

Packing

200
200
200
200
200
200
200
200
200
200
200
200
200
100
100
100
100
100
100
100
100
200
200
200
200
200
200
200
200
200
200
200
200
100
100

Metric
screw 

M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.5
M.6
M.6
M.6
M.6
M.6
M.6
M.6
M.6
M.6
M.6
M.6
M.6
M.6
M.6


